














Specifications

Peristaltic pump (Vacuum 0—/20 mmHg, Flow max 120 ml/min),
programmable rise time 0.1-25

Venturi pump (Vacuum 0—650 mmHg)

Phaco 38—42 kHz, 50 W, stroke length max.120pm

Phaco: standard, cool phaco, MICS (1.6—2.2 mm)
Operating Mode: Continuous, Pulsed 0—50pps, Auto pulse

Diathermy 2.2 MHZ, 15 W

Vitrectomy - pneumatic cutter max. 3000 cuts/min (20 G, 23 G & 25 G) quillotine type
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Vitrectomy - electric cutter max. 2500 cuts/min (20 G & 23 G ) quillotine type
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Xenon light source 35 W Adjustable illumination (20 G, 23 G & 25 G)

Silicon oil infusion/ aspiration pressure max. /2 PS|

Airexchange - Pressure Range: From 5200 mmHg (steps of 1 mmHg)

Intraocular pressure control / 10P

Dual linear programmable foot switch
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Compressed air required: /2—145 PSI, 60 [pm

Electric infusion pole
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Safety: Anti surge system, fast-venting system

Programs: 15 user programs

Protocol data system

Display: 10.4” user initiated touch screen

Power supply: 110—230 Volt AC, 50—60Hz
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Dimensions

635 mm
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310 mm X 380 mm

Information in this catalog is subject to change without prior notice
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